
CLASS “F” CONCRETE
SUPPORT BLOCKS

(SAME SIZE AS VALVE)

CLASS “F” CONCRETE BASE

BACKFILL 12” AROUND VALVE
BODY W/ PORTLAND CEMENT

STABILIZED SAND 2 SACKS
PER CUBIC YARD.
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CITY OF WICHITA FALLS, TX

VAULT CONSTRUCTION
BUTTERFLY VALVE ~ 48”

APPROVED

_______________ DEC2003

DISCLAIMER
The use of this standard is governed by •the City of Wichita Fails Engineering Department. No warranty of any kind is made
by the City of Wichita Falls for any purpose whatsoever. The City of Wichita Falls assumes no responsibility for the
conversion of this standard to other formats for incorrect results or damages resulting from its use.

STANDARD C.I.
VALVE COVER

24” OR 40” STh. C.I.
M.H. FRAME & COVER

AS SPECIFIED BY OWNER

2” MIN. CLEAR BETWEEN
END OF PIPE AND VALVE

COVER SEAT.

FINISHED GRADE
WHEN NOT IN EXIS11NG
OR PROPOSED STREETS
#6 @ 12” C.C.

5’ OR 6’ DIA.
CAST—IN—PLACE
OR PRECAST M.H.
TO BE CLASS “F”
CONCRETE

I
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8”

PRO FILE
NOT TO SCALE

LENGTH AS REQUIRED BY SIZE OF VALVE 6”~
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